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MC 

This model is meant to be 
used on multiple production 
lines up to 1000 l/h. It is a 
high prevalence machine, 
accurate, robust and 
reliable. It has a 40l stainless 
steel tank for the stock of the 
solution. It works with every 
kind of water and the 
mixture is created in aerobic 
environment and it is kept in 
mouvement until it is used.  

MC Backup 

This model is composed by 
two different MC units, 
which are united on the local 
network. They alternate with 
a timed system, ensuring the 
absence of working 
interruptions and allowing 
eventual work of 
maintenance, without any 
production stops.

POLIMAT®SERIES 
MODELS : MC/MC Backup

Features 
Polimat ® is a series of mixers conceived for high flows with high prevalence, made for "cold end" 
or "hot end" application. It can employ either well water, aqueduct water or osmosed water. It is 
recommended in companies where the concentrations of the lubricant are constant for many 
production lines and there is convenience in the centralising of the mixing unit. All mechanical 
parts are designed to prevent malfunctions and minimise routine maintenance. Optionally, on the 
MC version it is possible to install a double pneumatic booster pump, which guarantees supply 
continuity, even in case of failure or scheduled maintenance. In case of long lengths of pipes, 
which favor the formation of bacteria, fungi and algae, you can install an optional pump that 
automatically injects the fungicide during the preparation of the solution. 
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“MC” “Fungicide pump”
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Accessories 
Fungicide pump  

It allows to add a fungicide in 
adjustable concentration, in order 
to avoid the formation of molds, 
algae and bacteria. 

Double booster pump 

Booster pump for the solution with 
integrated pressure switch for the 
automatic exchange under 
pressure in case of failure or 
scheduled maintenance. 
Integrated oil tank 

Integrated product 
tank 

40l product reserve in case the 
refilling is done trhough small 
containers. 

Air conditioner 

It maintains the temperature of the 
electric board under 45°C, in 
order to avoid any damage to the 
electronic control unit. 

Remote control 

It allows to view the machine 
status from a control room by a pc 
or an additional remote screen.
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“Double pump”

“Integrated oil tank”

Technical specifications

Committed power 500W

Power supply 240Vac

Compressed air 6 bar

Maximum flow 1000 l/hr

Precision of the solution 1%

Field of application Glass industry, cold end & hot end
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