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Single Model 

Machine for the simultaneous lubrication of gob 
scoops and shears with single programmable 
concentration regulator, supplied as standard with 
an additional external manual mixer to avoid 
stopping the line, in case of power failure or during 
scheduled maintenance interventions.

MICRODOSE® SERIES 
Models: Microdose®/Microdose® Backup

Features 
The Microdose® is an anaerobic volumetric mixing system that composes the solution in real time 
without accumulation, thus preventing the formation of algae, fungi or the decay of the mixture. It is a 
model designed for the lubrication of systems with minimum dosages of oil compared to the quantity 
of water, with typical concentrations of 0,2/0,4%. It is designed for the lubrication of drop cutting shears, 
with maximum flow rates of 120L/h using osmotic or softened water. 
Thanks to its air conditioner, it keeps the internal temperature within 55°C and has been designed to 
adapt to the environment, up to a temperature of 70°C.
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Backup Model 

Two single units on one frame to lubricate 
the gob scoops and shears with two 
different concentrations, during the 
maintenance phase a single station can 
keep production active with a single 
concentration.
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Oil pressurization group 

This unit supplies lubricating oil under pressure to a maximum of 10 
Microdose® systems. The oil is provided in a IBC tank of 1M3 located 
in a technical room compliant with fire prevention regulations, inside 
the glassware. 
It's composed of two pneumatic booster pumps: one main and one 
emergency in order to carry out scheduled maintenance without 
interrupting the service. During the IBC tank change, a small tank 
feeds the production line without interruption.

Work tensions 110-220Va 50-60Hz

Power absorbed 1000VA

Compressed air Filtered - Dehumidified - Not lubricated

Air pressure 5÷10 bar

Water pressure 3÷7 bar

Oil pressure 3÷5 bar

Types of water envisaged Softened/Osmotic

Oil injection volume 0,2cc

Max flow 120L/h

Weights and Measures Microdose/Microdose Backup

Weight 55kg/125kg

Dimensions (LxWxH) 800x720x1300mm/1300x720x1300mm

Weights and Measures Oil pressurization group

Weight 70kg

Dimensions (LxWxH) 700x350x1000mm

Technical Specifications
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