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Polimat PN STD 

Polimat PN is a volumetric 
dosing mixing system that 
guarantees solutions and 
emulsions with high 
precision and mixing 
consistency. Thanks to its 
hydro-pneumatic 
components, it is easy to 
use and it can also be 
placed in ATEX zones.

POLIMAT®SERIES 
MODELS : Polimat PN STD/ Polimat PN RA

                    Features 
Polimat® is a series of mixers conceived for high flows, it is 
recommended for any kind of use in forges, foundries and for machine 
lubrication.  

It can use well water, osmotic or aqueduct water and it can mix either 
oil or graphite.  

It is recommended for companies where the concentration and the 
lubricant used are constant for more than one production line. 

All mechanical parts are designed to prevent malfunctions and 
minimise routine maintenance. 
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Technical specifications

Minimum flow 200 l/h

Maximum flow 1000 l/h

Reached concentration at maximum flow 0,2 -20 %

Pump volume 0-150 cc

Precision of the solution (Polimat PN RA) ± 0,04 %  with12 cc pump

Weight 18 Kg

Dimensions (LxPxH) 720 x 250 x 250 mm

Fixing Wall

Field of application Forges, Foundries

Dosing pump  

Polimat PN has a knob for manual adjustment of the concentration, which allows 
you to quickly and easily set the amount of 
solute to be used. Every 500 cc of water the 
dosing pump, with variable capacity from 0 
cc to 150 cc, injects the solute.

Accessories: Polimat PN RA 
Polimat PN has a RA variant, which allows the 
automatic refilling of the solution. It has a stainless 
steel back storage tank, with 35l capacity, with a level 
control in it and a booster pump for the solution.
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